Identity (As Used on Label and List) 
SN120K 


Section I - Informatiop of Maniifacturer 

Manufecturer’s Name 

Kalik Electronic Co., Ltd. / Sonic Battery Co., Ltd. 

Address and telephone 

62 Lianwei Road, Lianhuashan, Shilou, Panyu, Guangzhou, China 
1301 Kinox Center, 9 Hung To Road, Kwun Tong, Kowloon, Hong Kong 


Section n - Hazardous Ingredients/Identity Information 

Hazardous Components: 

Description: Approximate % of total weight 

Ni(OH )2 (Nickel Hydroxide) 14.88 Wt% 


30% KOH solution (Potasshun Hydroxide) 9.42 Wt% 

Mercury 


Lead 0% 

Cadmium 1 6A2 Wt% 


Part Number 

SN120K 


tel: 86-20-84866912 
tel: 852-23432013 


14.88 

Wt% 

9.42 

Wt% 

<5 

PPM 

0% 


16.62 

Wt% 


Section III - Physical / Chemical Characteristics 

Form 

N. A. 


Boiling Point 

N. A. 


Vapor Pressure (mmHg) 
N. A. 


Vapor Density (AIR-1) 

N. A. 


Solubility in Water 

N. A. 


Section IV - Hazard classification 


N. A. 


Section V - Reactivity Data 


Stability Unstable 

Yes = ( V ) Stable ( V ) 


Inconyatibility (Materials to avoid) 


Hazardous Decomposition or Byproducts 


Hazardous May Occur 

Reactions 

Yes ^ ( V ) not Occur ( V ) 


Section VI - Health Hazard Data 


Route of Entry Yes - ( V ) Inhalation? Skin? 

N. A. N. A. 


Specific Gravity (H20=^l) 
N. A. 


Meltii^ Point 
N. A. 


Evaporation Rate 
(Butyl Acerate=l) N. A. 


pH 

N. A. 


Appearance and Odor 
N. A. 


Conditions to avoid 


Conditions to avoid 


Ingestion? 
N. A. 
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Health Hazard (Acute and Chronic) / Toxicological information 


In case of electrolyte leakage^ skin will be itchy when contaminated with electrolyte. 



Section VII - First Aid measures 


If electrolyte leakage occurs and makes contact with skins, wash immediately. 


If electrolyte comes into contact with eyes, wash with copious amounts of water for fifteen minutes, 
and contact a physician. 


Section VIII - Fire and Explosion Hazard Data 
Flash Points (Method Used) Ignition Ten^. Flammable Limits 
N. A. N. A. N. A. 


Extinguishing Media 
N. A. 


Special Fire Fighting Procedures 
N. A. 


Unusual Fire and explosion Hazards 

Do not dispose of battery in fire - may cause explosion 


Do not short-circuit battery - may cause bums 


Section EX - Accidental Release or Spillage 


Steps to be Taken in Case Material is Released or Spilled. 


Batteries that leaking should be handled with rubber gloves. 


Avoid direct contact with electrolyte. 


Section X - Handling and Storage 
Safe handling and storage advice 


LEL 
N. A. 


UEL 
N. A. 


Do not short circuit or reverse charge 

Do not expose the cell to heat or flame, doing so may cause leakage and even explosion. 
Do not disassemble the cell, electrolyte inside the cell has stroi^ corrosiveness. 

Charge and discharge the battery with specified conditions. 

Do not solder directly to the batteries. 


Section XI - Exposure Control / Personal Protection 


Occupational Exposure Limit LTEP STEP 

N. A. 


Respiratory Protection (Specify Type) 

KA 

Ventilation Local Exhausts Special 

N. A. N. A. 

Mechanical (General) Other 
N. A. N. A. 


STEP 
N. A. 
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Protective Gloves 

Eye Protection 

N. A. 

N. A. 

Other Protective Clothing or Equipment 


N. A. 


Work/ Hygienic Practice 


N. A. 


Section XII - Ecological Information 


N. A. 


Section Xlll - Disposal Method 


N. A. 



Note; Blank specs are not permitted, if any item is not applicable or information is not available, the 
specs must be marked to indicate that. 
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